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Department of Energy § 431.204 

§ 431.201 Purpose and scope. 
This subpart contains energy con-

servation requirements for illuminated 
exit signs, pursuant to Part B of Title 
III of the Energy Policy and Conserva-
tion Act, as amended, 42 U.S.C. 6291– 
6309. 

§ 431.202 Definitions concerning illu-
minated exit signs. 

Basic model means, with respect to il-
luminated exit signs, all units of a 
given type of illuminated exit sign (or 
class thereof) manufactured by one 
manufacturer and which have the same 
primary energy source, which have 
electrical characteristics that are es-
sentially identical, and which do not 
have any differing electrical, physical, 
or functional characteristics that af-
fect energy consumption. 

Face means an illuminated side of an 
illuminated exit sign. 

Illuminated exit sign means a sign 
that— 

(1) Is designed to be permanently 
fixed in place to identify an exit; and 

(2) Consists of an electrically pow-
ered integral light source that— 

(i) Illuminates the legend ‘‘EXIT’’ 
and any directional indicators; and 

(ii) Provides contrast between the 
legend, any directional indicators, and 
the background. 

Input power demand means the 
amount of power required to continu-
ously illuminate an exit sign model, 
measured in watts (W). For exit sign 
models with rechargeable batteries, 
input power demand shall be measured 
with batteries at full charge. 

[70 FR 60417, Oct. 18, 2005, as amended at 71 
FR 71372, Dec. 8, 2006] 

TEST PROCEDURES 

§ 431.203 Materials incorporated by 
reference. 

(a) General. The Department incor-
porates by reference the following test 
procedures into subpart L of part 431. 
The Director of the Federal Register 
has approved the material listed in 
paragraph (b) of this section for incor-
poration by reference in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Any subsequent amendment to this 
material by the standard-setting orga-
nization will not affect the DOE test 

procedures unless and until DOE 
amends its test procedures. The De-
partment incorporates the material as 
it exists on the date of the approval by 
the Federal Register and a notice of 
any change in the material will be pub-
lished in the FEDERAL REGISTER. 

(b) Test procedure incorporated by ref-
erence. Environmental Protection 
Agency ‘‘ENERGY STAR Program Re-
quirements for Exit Signs,’’ Version 2.0 
issued January 1, 1999. 

(c) Availability of reference—(1) Inspec-
tion of test procedure. The test proce-
dure incorporated by reference are 
available for inspection at: 

(i) National Archives and Records 
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call (202) 741–6030, or go 
to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(ii) U.S. Department of Energy, For-
restal Building, Room 1J–018 (Resource 
Room of the Building Technologies 
Program), 1000 Independence Avenue, 
SW., Washington, DC 20585–0121, (202) 
586–9127, between 9 a.m. and 4 p.m., 
Monday through Friday, except Fed-
eral holidays. 

(2) Obtaining copies of the standard. 
Copies of the Environmental Protec-
tion Agency ‘‘ENERGY STAR Program 
Requirements for Exit Signs,’’ Version 
2.0, may be obtained from the Environ-
mental Protection Agency, Ariel Rios 
Building, 1200 Pennsylvania Avenue, 
NW., Washington, DC 20460, (202) 272– 
0167 or athttp://www.epa.gov. 

[71 FR 71373, Dec. 8, 2006] 

§ 431.204 Uniform test method for the 
measurement of energy consump-
tion of illuminated exit signs. 

(a) Scope. This section provides the 
test procedure for measuring, pursuant 
to EPCA, the input power demand of il-
luminated exit signs. For purposes of 
this part 431 and EPCA, the test proce-
dure for measuring the input power de-
mand of illuminated exit signs shall be 
the test procedure specified in 
§ 431.203(b). 

(b) Testing and Calculations. Deter-
mine the energy efficiency of each cov-
ered product by conducting the test 
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